
How to configure WISP mode

Product line: Wireless    Model number: NH326
This document is suitable for the users that want to set WISP mode

Step1：Configure an IP address for PC

Step2：Configure WISP mode
Step3：Check whether your computer can get connected
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Change your PC IP address into obtain an IP address automatically 
1. Click the icon [image: image2.emf] on the bottom right corner of your desktop.   
 SHAPE  \* MERGEFORMAT 



2. Click Open Network and Sharing Center
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3. Click Local Area Connection, and then click Properties.
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4. Find and double click Internet Protocol Version 4(TCP/IPv4).
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5. Select Obtain an IP address automatically and Obtain DNS server address automatically and click OK
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[image: image8.png]Configure WISP mode




1. Log in to the newly-added router’s Web Manager.

2. Click Bridge and select WISP.
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3. Find and select the Wi-Fi Name (SSID) of the remote router, Tenda_135760 
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4. Enter the password of the remote router which you have noted down just now, and click OK.
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After click ok, the router will reboot.

Notice：If the prompt below appears, it indicates that the Router’s login IP and the WAN IP are in the same segment. In this case, the newly-added router’s login IP will be automatically changed into the IP address mentioned in the prompt. Just click OK.
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[image: image13.png]Check whether your computer can get connected



 After the Router reboots, you will be directed to Internet page. Check Connection Status. If it displays Connected, it indicates that your settings are successful, and you can access the Internet via the newly-added router now.

Notice：If you have other PC need to be get connected, please connect it to the one of the LAN port or the wireless signal of the router. There is no need to configure the router again.

[image: image15.png]nda

Bandwidth
{ i") Bridge

lenda_rLzams
Tenda 031098
Tenda_C8DB46
Tenda 112252
Tenda 123860
Tenda ZH

Tenda_4708_2.4G test

Tenda yanfa_test Ibg
Tenda 123920
Tendatest 111
Tenda_Guest 009E59
Tenda 1FOEF8
Tenda_C8DFO
tenda-office

Tenda 888888

tenda-office

s L 2aAs

CB3A35:03:10:98

CB3A3SCEDBAE

00:90:4C:11:22:53

CB3A35:12:38:60

CB3A35:24:11:38

00:11:22:33:44:5C

CB3A35:12:30:20

CB3A35:88:12:18

CB3A3S00:9E:59

CB3A3SCBD9FO

00:80:C6:11:9D:00

00:90:4C:88:88:88

00:B0:C6:11:9A20

weaaes _‘H
None al
Nene £
WPA/AESTKIP o
None. il
|
WPA/AES al
WPA/AES
WPAWPAZ/AESTKIP
Nene E
P |
None wil
None il
WPA/AES ol

WPAWPAZ/AESTKIP ]
None |

WPAWPAZ/AESTIP il

Cancel



[image: image16.png]Change adapter sett

Change advanced s
settings

Seealso
HomeGroup
Internet Options

General
Connecton

IPv4 Comnectity: No Internet access.
PG Comnectity: No Internet access.
Enabled
034031
106ops

Aty ————————————
Sent — —  Received

a7

Bytes: 758,618 8,236,680

et up connections

T+ @

Internet

See full map

Connect or disconnect

No Interet access

VPN connection; or set up a

<[




[image: image17.png]M
11/18/2013

a0




[image: image18.png]B oo o o
Bandwidth Remote SSID Tenda 135760
Bridge
Select a SSID... ¢,
Select WiFi Name (SSID) MAC address  Channel Security z:‘-:e"";‘h
o 040630 test 63637001205 3 Nore al
o 0361508 test 83A35031C98 3 Nore “,T
o 12345678%0quertiopasdighik 2 weazags il
o 2223333333300000s FBIAGTCECZAS 8 None al
. Go673388889909964222222220... CEAAGS.037310 6 None al
-~ CBMSATADES 5| WRAVAES o
Soss Coans23540 1 WPAWPAZ/AESTIP ]
o camsest 028006151713 1 Nore al
O ceshinigSapmp 00B0:C6280CEL 10 None i

Cancel



